
A guide on how to record and upload 
sea trial data on a Humphree system. 
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HOW TO: UPLOAD MEASUREMENT 

< MEASUREMENT � (cri)

STATUS STOPPED 

ALrrOMATlC START 
Do not auto start measurement 

UPl.CW) HWURB1ENTS 
UplaadtoHw..,tn■.Requlra .........

DB.ETE MEASUREMENTS 
Remove all saved measurements. 

□ 

fuPLO� 

Go back to 

MEASUREMENT 

and navigate down to 

UPLOAD 

MEASUREMENTS. 

Press upload 

< MEASUREMENT � (<r>) 

CONFIRM UPLOAD 

Are you sure you want to start upload of 

all measurement files?

YES NO 

t 

Confirm uploads 

If upload fails, verify that GPS equipment is turned on 

as sometimes the units have the wrong time internal 

clock and fail to upload 

NOTIFY HUMPHREE 

< MEASUREMENT (p � (c1i) 

STATUS 

ALrrOMATlC START 
Do not aut.a scart measurement 

A80KI' UPLCW) 
Stop uplo,rl cl mn;w.,_lt. 

STOPPED 

□ 

UPLOAD STATUS UPLOAD NG 3 OF I +4 

Verify UPLOAD STATUS, 

when finished it will say 

UPLOAD DONE 

Humphree can now generate a sea trial report for you and the performance of your boat. 

It's helpful to know the following: 

• Control unit serial number

• Approximate upload time

• Boat model

• Boat length

• Sea state, especially wave height.

Email this information to your Humphree contact or hello@humphree.com and await 

analyzed sea trial report 


